


!ÕÔÈÏÒȭÓ ÎÏÔÅȡ

Anyone with a little patience, time and proper tools can install ,ÉÂÅÒÔÙȭÓ 3ÔÏÒÙ.  It is 
with this desire that I have created this installation guide.  It is a work in progress 
and will be updated as new and improved techniques are developed --thus the 
release date at the beginning of this guide.  I need your impute.  If you discover 
errors or find areas of this guide unclear please email me with that information so 
the next installers can benefit.  If you need phone support please feel free to call. 

Our experienced two man installation crews generally take a full ten to twelve hours  
installing one story.   You will of course go slower and be more tentative.  For 
example, you will drill over one hundred holes in your wall.  Each hole has the 
potential of being wrong so take your time and check your calculations twice before 
ÄÒÉÌÌÉÎÇȢ  9ÏÕ ÄÏÎȭÔ ×ÁÎÔ ÅØÐÏÓÅÄȟ ÕÎÓÉÇÈÔÌÙ ÈÏÌÅÓ ×ÈÅÎ ÙÏÕ ÁÒÅ ÄÏÎÅȢ  

Thank you and good luck,

Jim Proctor
Jimproctor76@gmail.com
888-825-1776

mailto:Jimproctor76@gmail.com




Backer Tools 
Minimum 

Qty
Preferred 

Qty
Notes

6 foot ladder 2 3    

Hammer Drill 1 2    

cordless Drill 1 2    

Ear plugs 1 2    Hammer drill creats loud noise

eye glasses 1 2

#3 phillips Bit 1 2

3/16" masonary bit 1 2

1/2" counter sink bit 1 2

Chalk line 1 may not be needed

Level 1 may not be needed

Drop Cloth or tarp 1

Tape Measure

Purchase items
Minimum 

Qty
Preferred 

Qty
Notes

OSB 1/4" 4 X 8 sheets 5 Have lumber yard cut two of these

Flat Head Concrete Screws 1/4" X 1 3/4" 100

Clean up items
Minimum 

Qty
Preferred 

Qty
Notes

none Brick Dust

broom sweep area clean before sisal install



ÅLook for a wall with high visibility
ÅIf the entire wall display  is staying together  you 
are going to need at least a twenty five foot wall.  
ÅIf you break up the story you will need at least  
eight feet of wall for each of the three sections.
ÅCaution!! -ÁÎÙ ÔÈÉÎÇÓ ÄÏÎȭÔ ÌÉËÅ ÄÉÒÅÃÔ ÓÕÎÌÉÇÈÔȢ  
This presentation is no exception.  Your 
presentation pieces have UV inhibitors built into 
them to keep your presentation bright and 
beautiful for as long as possible, but direct 
sunlight  is not a great friend of this presentation.  

ÅIf you still want to put your wall in an area 
receiving direct sunlight please contact us for 
some additional enhancements.  

ÅLighting plays a big part of your presentation.  
ÅYou will want it well lit.  
ÅThere are many, many locations that install art 

track lighting to give that added touch of 
elegance.  



Å7Å ÒÅÃÏÍÍÅÎÄ ϴȱ /3" ÁÓ Á ÂÁÃËÅÒȢ  )Ô ÉÓ 
cheap and thin enough to handle the  
perimeter molding.  
Å)Æ ÙÏÕ ÃÁÎȭÔ ÆÉÎÄ ϴȱ ÔÈÅÎ ÌÏÏË ÆÏÒ ΩȾΣΨȱ 
OSB.  Since it is thicker you will need to 
purchase a couple of vertical trim  spacers 
for your two vertical perimeter molding 
pieces.
ÅPurchase from your local lumber yard 
ÆÉÖÅ ÓÈÅÅÔÓ ÏÆ Ϊȭ 8 Φȭ 8 ϴȱ /3"Ȣ  

ÅHave the lumber yard cut two of the 
sheets in half, giving you:

ÅÆÏÕÒ Ϊȭ 8  Τȭ ÌÅÎÇÔÈÓȢ
Å4ÈÒÅÅ Ϊȭ 8 Φȭ ÌÅÎÇÔÈÓȢ  

ÅYour  backer wall installed is twenty 
four feet long and six feet high



ÅDrilling all  counter sink dimples  on the 
floor, before placing your backer on the 
wall, seems to speed up the install.  Use a 
ϵȱ ÃÏÕÎÔÅÒ ÓÉÎË ÂÉÔ ȟ ÄÒÉÌÌÉÎÇ ÏÎÌÙ ÅÎÏÕÇÈ 
to allow the concrete anchor to lie flush 
with the  backer surface.  
ÅWe recommend ten to twelve anchors for 
each large sheet. 



Å0ÌÁÃÅ ÔÈÅ Ϊȭ Ø Τȭ ÓÈÅÅÔÓ ÏÆ /3" ÕÐ ÆÉÒÓÔȢ  
This gives you something to rest your 
heavier top row  of OSB on.  
ÅStart about twenty  six to thirty inches 
up from the floor.  Make sure you have 
enough wall to go up six feet without  
bumping into ceiling problems.  

ÅSome locations have  fire  code 
restrictions saying you  must keep all 
items  two feet from the ceiling.  



ÅItems needed:  
Åϵȱ  ÃÏÕÎÔÅÒ ÓÉÎË ÂÉÔ
Åϴȱ Ø Σ-ΥȾΦȱ ÃÏÎÃÒÅÔÅ ÁÎÃÈÏÒÓ ɉÉÆ ÇÏÉÎÇ 

into a brick or concrete wall). 
ÅDrill with a hammer drilling switch for 

drilling into brick or concrete. 
ÅΥȾΣΨȱ ÃÏÎÃÒÅÔÅ ÂÉÔȢ
Å#3 Phillips bit



ÅAnchors should lie flush with 
surrounding wood.  
ÅYou want the backer to be snug on the 
wall.  Once the backer is fastened to the 
wall, tap on the backer in various 
ÌÏÃÁÔÉÏÎÓȟ ÃÈÅÃËÉÎÇ ÆÏÒ ÁÎÙ ȰÈÏÌÌÏ×ȱ 
sounds or backer movement.  These areas 
can be tightened down with an additional 
anchor  here and there.
ÅMake sure all backer premiter joints are 
lined up with no jogs.  Your molding needs 
to run on a straight line.  --See next image 



ÅYour molding has a rabbit to cover the 
wall sisal and backer board.  

ÅMake sure you have no jogs in your 
backer board 
ÅAll glue or extra debris must be 

removed which might interfere with 
the molding riding flush with the 
backer. 





Sisal Tools
Minimum 

Qty
Preferred 

Qty
Notes

6 foot ladder 2 3    

trowel  (teeth sizes: 1/4 wide, 3/16 deep) 2 3    

mud hoc 2 3    

grabber screws 1/2" 10 used to hold drapped sisal

Drop Cloth or tarp 1 keeping mud off floor

utility knife with spare blades 1 2

sissors 1 may not need

cordless drill 1

Wall carpet roller 1 optional  flat plate with a rubber hammer 

Purchase items
Minimum 

Qty
Preferred 

Qty
Notes

Type 1 floor & wall ceramic tile adhesive 3.5 gal 

Clean up items
Minimum 

Qty
Preferred 

Qty
Notes

water bucket 1 2

scrub brush 1 for tool clean up

rags 1 3 for mud clean up



ÅItems needed: 
ÅLadders  (2 or 3).
Å5ÐÈÏÌÓÔÅÒÙ ÓÔÁÐÌÅ ÇÕÎ ÏÒ ÄÒÉÌÌ ×ÉÔÈ Σȱ ÇÒÁÂÂÅÒ 

screws
ÅYour wall sisal should be large enough to overlap all 
four sides of your backer by at least one or two inches.  
Ålay out your sisal and find the stitched edge if there is 
one.  

ÅBefore hanging your fabric you will want to cut 
Á×ÁÙ ϵȱ ÏÆ ÔÈÅ ÓÔÉÔÃÈÅÄ ÅÄÇÅȢ  4ÈÉÓ ÉÓ ÁÎÁÌÏÇÏÕÓ ÔÏ 
releasing  a rubber band that has been wound up.  
Doing this will allow your fabric to hang straight on 
the wall.

ÅWith two or three people helping:
ÅPlace your roll against one end of the backer and 

attach with staples or screws to hold the fabric 
ÔÅÍÐÏÒÁÒÉÌÙȢ  3ÃÒÅ×Ó ÄÏÎȭÔ ÎÅÅÄ ÔÏ ÇÏ ÖÅÒÙ ÄÅÅÐȢ  
ÅRoll out your sisal allowing it to hang straight 

against the  backer.     
ÅA screw or staple every three or four feet helps 

hold it against the wall.  



ÅWe recommend undraping one side at a 
time to apply the glue.  Doing this, you will 
have fewer problems re-hanging, once  
the glue has been applied.  



ÅMaterials needed: 
Å4×Ï ÏÒ ÔÈÒÅÅ Ö ÎÏÔÃÈÅÄ ÔÒÏ×ÅÌÓ  ϴȱ 
×ÉÄÅ ÂÙ ΥȾΣΨȱ ÄÅÅÐȢ

ÅType 1 floor & wall ceramic tile 
adhesive--3.5 gals.

ÅUndrape ½ of your wall sisal 
ÅRemove all screws and staples from 

that side.  They will no longer be 
needed.   


